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Consumer Product Safety Commission § 1213.5

(2) With the manufacturer’s rec-
ommended maximum thickness mat-
tress and foundation in place, repeat 
the test in paragraph (c)(1) of this sec-
tion. 

(3) All portions of the boundary of 
any opening that is required to be 
probed by the wedge block of Figure 1 
by paragraphs (c)(1) and (c)(2) of this 
section, and that permits free passage 
of a 9-inch diameter sphere, must sat-
isfy the requirements of paragraphs 
(c)(3)(i) and (c)(3)(ii) of this section ad-
dressing neck entrapment. 

(i) Insert the ‘‘A’’ section of the test 
template shown in Figure 2 of this part 
into the portion of the boundary of the 
opening to be tested, with the plane of 
the template in the plane of the open-
ing and with the centerline of the top 
of the template (as shown in Figure 2) 
aligned parallel to the centerline of the 
opening, until motion is stopped by 
contact between the test template and 
the boundaries of the opening (see Fig-
ure 3 of this part). By visual inspec-
tion, determine if there is simulta-
neous contact between the boundary of 
the opening and both sides of the ‘‘A’’ 
section of the template. If simulta-
neous contact occurs, mark the con-
tact points on the boundary of the 
opening and conduct the additional 
test described in paragraph (c)(3)(ii) of 
this section. 

(ii) To check the potential for neck 
entrapment, place the neck portion of 
the ‘‘B’’ section of the template into 
the opening, with its plane perpen-
dicular to both the plane of the open-
ing and the centerline of the opening 
(see Figure 4 of this part). If the neck 
portion of the ‘‘B’’ section of the tem-
plate completely enters the opening 
(passes 0.75 inch or more beyond the 
points previously contacted by the ‘‘A’’ 
section of the template), the opening is 
considered to present a neck entrap-
ment hazard and fails the test, unless 
its lower boundary slopes downward at 
45° or more for the whole distance from 
the narrowest part of the opening the 
neck can reach to the part of the open-
ing that will freely pass a 9-inch diame-
ter sphere.

§ 1213.5 Marking and labeling. 

(a) There shall be a permanent label 
or marking on each bed stating the 
name and address (city, state, and zip 
code) of the manufacturer, distributor, 
or retailer; the model number; and the 
month and year of manufacture. 

(b) The following warning label shall 
be permanently attached to the inside 
of an upper bunk bed end structure in 
a location that cannot be covered by 
the bedding but that may be covered by 
the placement of a pillow.

VerDate Dec<13>2002 20:00 Jan 20, 2003 Jkt 200050 PO 00000 Frm 00359 Fmt 8010 Sfmt 8006 Y:\SGML\200050T.XXX 200050T E
R

22
D

E
99

.0
01

<
/G

P
H

>


